
  

CHO-SEAL® Elastomers for Typical Commercial and Military Applications  

(M = Molded only, E = Extruded only, F = Fluorosilicone) 

Material 
Filler and 

Binder Remarks 

CHO-SEAL 1224 
(M) 

CHO-SEAL 1221 
(M) 

Silver in 
fluorosilicone > 120 dB 

Highest shielding effectiveness and through conductivity 
performance; higher physical properties; excellent processing; also 
available in a fabric reinforced format. 

CHO-SEAL 6502 
Nickel-plated 
aluminium in 

silicone 
> 100 dB 

CHO-SEAL 6503 
Nickel-plated 
aluminium in 
fluorosilicone 

> 100 dB 

CHO-SEAL 1298 
Silver-plated 
aluminium in 
fluorosilicone 

90 - 110 dB 
High performance in harsh corrosive environments; material of 
choice for aircraft and marine military applications; good physical 
properties; molded, extruded and reinforced product forms. 

silicone 
90 - 110 dB 

Military grade gasket for corrosive environments; lightweight, 200°C 
max use temperature; good EMP resistance; molded, extruded and 
reinforced product forms. 

90 - 110 dB 
Military grade gasket for corrosive environments; lightweight, 200°C 
max use temperature; good EMP resistance; molded, extruded and 
reinforced product forms. 

CHO-SEAL 1215 
Silver-plated 

copper in 
silicone 

105 - 120 dB 
Resists highest level of EMP induced current; military gasket of 
choice in non-corrosive environments; excellent processing for 
molding and extrusion. 

CHO-SEAL 1217 
Silver-plated 

copper in 
fluorosilicone 

105 - 120 dB 
Resists highest level of EMP induced current; military gasket of 
choice in non-corrosive environments; excellent processing for 
molding and extrusion. 

CHO-SEAL 1273 
CHO-SEAL 1270 

(M) 

Silver-plated 
copper in 
silicone 

80 - 105 dB 

Material of choice for high-end commercial applications; superior 
performance in non-corrosive environments; tear trim compression 
and injection molding. 1270, a low durometer hardness elastomer, 
is recommended for applications requiring low compression forces. 

100 dB100 dB 

CHO-SEAL 
L6303 

Nickel-plated 
graphite in 

fluorosilicone 

CHO-SEAL 1350 Silver-plated 
glass in silicone 80 - 105 dB 

Standard material for high volume injection and compression 
molding and small extrusions; high performance in non-corrosive 
environments; used in grounding applications with little or no 
vibration. 

CHO-SEAL 1310 
(M) 

Silver-plated 
glass in silicone 80 - 100 dB 

Moderate performance in non-corrosive environments; no corrosion 
or fluid resistance; material of choice for small, delicate injection-
molded parts or large dimension extrusions. 

CHO-SEAL 0860 
(E), 0862 (E) 

Carbon in 
silicone 

30 - 80 dB Low-end shielding and ESD protection; high tensile strength; no 
corrosion or fluid resistance. 0862(E) is UL 94 V-0 rated. 

CHO-SEAL 
S6600 (M) 

Carbon in 
silicone 30 - 80 dB Low-end shielding and ESD protection; high tensile strength; no 

corrosion or fluid resistance. Molded only. 

Highest performance in harsh environments; excellent shielding; 
best choice for corrosion requirements against aluminium. 

Highest performance in harsh environments; excellent shielding; 
best choice for corrosion requirements against aluminium. 

Equipment 
Shielding 

Requirements 
(Typical) 

Nickel-plated 
graphite in 

silicone 

CHO-SEAL 1285 
Silver-plated 
aluminium in 

CHO-SEAL 1287 
Silver-plated 
aluminium in 
fluorosilicone 

Silver in silicone > 120 dB 
Highest shielding effectiveness and through conductivity 
performance; higher physical properties; excellent processing; also 
available in a fabric reinforced format. 

CHO-SEAL 
S6305, 6330(M), 
6370 (E), 6371 
(M), 6372 (E), 

6308 (E) 

Good performance in moderately corrosive environments; material 
of choice for flange finishes needing “bite-through” for good 
electrical contact. Flame retardant 6370(E) and 6371(M) are UL 94 
V-0 rated. 6330 and 6372(E) are UL 94 V1 rated, 6308(E) is 
designed for thin wall extrusions; 6330(M), a low durometer 
hardness elastomer, is designed for applications requiring low 
compression forces. 
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Specialty Elastomers 

(M= Molded only, E = Extruded only) 

Material Filler and Binder 

Equipment 
Shielding 

Requirements 
(Typ.) 

Remarks 

CHO-SEAL 
1401 Silver in reticulate silicone 80 -100 dB 

High performance for non-corrosive environments; 
soft (45 Shore A) for low closure force where gasket 
geometry cannot be exploited; low tear strength; no 
fluid resistance. 

CHO-SEAL 
1239(M) 

Silver-plated copper in silicone 
with expanded copper 

reinforcement 
110 dB 

Material for waveguide choke, cover, and flange EMI 
shielding and pressure sealing; maximum heat 
transfer and minimum outgassing; hard (80 Shore A), 
high-strength material; available with raised lip around 
iris opening for high power/high pressure applications. 

CHO-SEAL 
1212(M) Silver-plated copper in silicone 120 dB 

High strength, hard (80 Shore A) material for 
waveguide, choke, cover, and flanges with grooves for 
EMI and pressure sealing. 

CHO-SEAL 
6435(M) Silver-plated nickel in EPDM 95 dB 

Material of choice for high shielding effectiveness 
where NBC fluid resistance is needed; good 
performance in corrosive environments. 

CHO-SEAL 
6307(M), 
6452(E) 

Nickel-plated graphite in EPDM > 90 dB 
Good performance in moderately corrosive 
environments; excellent NBC fluid resistance; good 
physical properties. 

CHO-SEAL 
V6433(M) 

Silver-plated nickel in 
fluorosilicone/fluorocarbon 100 dB Material of choice for extensive fluid resistance; no 

corrosion resistance. 


